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ecofinishes designer series engineered HDF Core Click hardwood installation instructions: 
  

installer / owner responsibility: 
Engineered hardwood flooring is a beautiful and unique natural product characterized by distinctive variations in 
grain and colour. These natural variations in colour and grain are not flaws, but are a part of the natural beauty and 
uniqueness of engineered hardwood flooring. Our engineered hardwood flooring is manufactured in accordance 
with accepted industry standards, which permit a defect tolerance not to exceed 5%. These defects may be of either 
a manufacturing or natural type. 
  

 The installer assumes all responsibility for final inspection of product quality. This inspection of all flooring should be 
done before installation. Carefully examine the flooring for colour, finish and quality before installing it.  

 

 Prior to the installation of any hardwood flooring product, the installer must determine that the environment of the 
job site and the condition and type of the sub floor involved are acceptable, ensuring that it meet or exceed all 
conditions stipulated in this document. We will decline any responsibility for job failure resulting from or associated 
with inappropriate or improperly prepared subfloors or job site environment deficiencies.  

 

 The use of stain, filler or putty stick for the correction of defects during installation should be accepted as normal 
procedure.  

 

 When ordering the flooring, a 5-10% allowance factor, depending on layout, must be added to the actual square 
footage amount needed (diagonal installations may require more).  

 

Dimensional tolerances of the engineered hardwood flooring are measured at the time of manufacture with a 
moisture content range of 6% -10%. Once the flooring leaves the manufacturing facility/warehouse, the 
manufacturer has no further control over the product. The environment, site conditions, etc, can affect the 
dimensional tolerances, performance and life expectancy of the flooring. Installers must measure and record the 
moisture content of the flooring, sub-floor and relative humidity of the installation site prior to installation.  

 

required installation conditions 

 Ambient relative humidity of 35-55% at 64.4-71.6ºF 

 For proper acclimation: The boxes of flooring must be stored at the job site at least 72 hours prior to installation. 
Note: Do not open boxes until ready to install.  
 

job site preparation & acclimation 

 The use of appropriate products to correct subfloor voids, high spots and defects should be accepted as normal 

procedure in order to properly prepare the subfloor, prior to the flooring installation. 

 In new construction, the finished flooring should be one of the last items installed. All work involving water or 

moisture (plumbing, acoustical ceilings, dry wall taping, etc.) should be completed prior to wood flooring being 

installed. Heating and air systems should be fully operational; the room temperature must be kept a uniform 64.4-

71.6ºF with a constant relative humidity of 35-55%. 

 Flooring should not be delivered until the building has been closed in and cement work, plastering, painting and 

other materials are completely dry. Concrete and plaster should be cured and at least 60 to 90 days old. Check 

basements to ensure that they are dry and well ventilated to avoid damage caused by moisture. 
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 For proper acclimation: The boxes of flooring must be stored at the job site at least 72 hours prior to installation. Do 

not open boxes until ready to install. WARNING: not properly acclimating the hardwood flooring may cause 

excessive expansion, shrinkage, dimensional distortion or structural damage. 

 Handle with care. Do not stand on ends. Store hardwood flooring in a controlled environment maintained at normal 

living conditions for temperature and humidity. 

 Do not store directly upon on grade concrete or next to outside walls. Cartons should be placed in the installation 

area. 

 Remove any existing baseboards, quarter rounds or doorway thresholds. Undercut door casings, if necessary. 

 

general installation tips 

 Flooring must be installed from several cartons at the same time to ensure good colour and shade mixture.  

 Stagger the joints by a minimum of 14" (35cm). This will help ensure a better overall appearance and performance of 
the floor.  

 DO install from closed/sealed cartons. DO NOT remove materials from their sealed container until ready to install.  

 DO tighten panels by tapping with a recommended tapping block and hammer. DO NOT tighten panels by striking 
the panels directly without a tapping block.  

 DO use only approved underlayments under all floating floors.  
 

subfloor requirements 
Note: The finished flooring by design is not to be used to strengthen/stiffen a subfloor and will not do so. If movement 
of the subfloor occurs prior to installation and is not corrected, that same movement will occur after installation is 
complete and may damage the finished flooring. 

 

 CLEAN - Scrape, sweep, clean, and smooth. Free of wax, paint, oil, sealers, adhesives, curing agents and other debris.  

 LEVEL/FLAT - Within 3/16" in 10' and/or 1/8" in 6'. Sand high areas or joints. Fill low areas (no more than 1/8" at a 
time) with an appropriate filling compound.  

 STRUCTURALLY SOUND - Nail or screw any loose areas that squeak. Avoid subfloor with excessive vertical 
movement.  

 DRY - Check moisture content of the sub-floor with a reliable moisture meter.  
Remember: All moisture testing (of the sub-floor and ambient relative humidity), must be done before wood has 
been acclimated 72 hours and job site requirements met. A second reading must also be measured at the time of 
installation. 

 

      installation over radiant floor heating systems 

DO NOT install any wood flooring product over electrical radiant heat systems, install only over radiant heat 
tubing systems using a floating installation method. Warning: Do not use nails, staples or any other mechanical 
fastener over radiant heat tubing as you may risk puncturing the heating tubes and damaging your system. The 
following conditions must be met before installing over radiant heat tubing systems: 

 
1. Acclimate your flooring for two weeks (14 days) prior to installing while running the radiant heat tubing 
system at a temperature of 64.4-75.2ºF. 

2. The subfloor surface temperature cannot exceed 82.4ºF 

 

recommended subfloors 
CONCRETE SLABS 
Surface preparation: using mechanical methods such as sanding or scouring with open coat paper or a titanium 
disk is preferred. The concrete must be of high compressive strength. All concrete subfloors should be tested for 
moisture content. Visual checks are not reliable. Acceptable test methods for sub-floor moisture content include: 
 
A "DRY" SLAB, AS DEFINED BY THESE TESTS CAN BE WET AT OTHER TIMES OF THE YEAR. THESE 
TESTS DO NOT GUARANTEE A DRY SLAB. ALL FLOORING INSTALLATION OVER A CONCRETE SLAB 
REQUIRES A MINIMUM OF A 6 MIL POLY FILM VAPOUR BARRIER. 
 
WOOD SUB-FLOORS & WOOD STRUCTURAL PANEL SUB-FLOORS 
Plywood: Planks 15mm should be a minimum of 5/8”. Planks 20mm should be a minimum of 3/4”Oriented Strand 
Board (OSB)  
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When flooring planks are 15mm thick the subfloor should be a minimum of 5/8”. When flooring planks are 20mm thick the subfloor 
should be a minimum of 3/4” Oriented Strand Board (OSB)  

 
Make sure existing floor or sub-floor is dry and well nailed or screwed down every 6" along each joist to avoid 
squeaking or popping before the floor is installed. The wood sub-floor must not exceed 14% moisture content. 
Measure the moisture content of both the sub-floor and flooring with a reliable wood moisture meter. 
The difference between the moisture content of the wood sub-floor and the wood flooring must not exceed 
4%. 

 

engineered floor floating installation 
Our Engineered Hardwood Flooring is installed floating. Under no circumstances may panels be glued, nailed, or 
otherwise fixed (e.g. door stopper) to the sub-floor. An adequate expansion gap of 3/8”-9/16” must be 
maintained between the flooring and all fixed obstacles: walls, columns, pipes, etc. 
 

installation 

 Starting at a corner going from left to right (place the tongue side against the wall) use the tapping-block to lock the 
short ends together.  

 Create an expansion space of 3/8"-9/16” between the wall and flooring of the first row. Use spacers to maintain 
expansion gaps.  

 Start each new row with the leftover pieces from the previous row, provided the plank is 14" (35cm) or longer.  

 Stagger the joints by a minimum of 14" (35cm).  

 Please take particular care to ensure the first three rows are perfectly straight.  
Note: While installing a floating floor it is required to place a transition moulding to allow for expansion every 
750sqft/68m2. 

 Measure the width of the room (perpendicular to the direction of the finished floor) to determine the width of the 
final row of panels. If the final panel width is less than 2” (5cm) cut the width of the first row of panels in order to 
increase the final panel width.  

 Connect the complete first row of panels on the short side over the entire length of the room. Interlock the 
remaining planks, individually, by first locking the long edge, and then slide it across to drop it on the short edge of 
the previous plank. Remember to stagger the joints a minimum of 14" (35cm) or longer.  
 

if the wall is not straight  
Place the first row against the wall, using a spacer and pencil; transfer (mark) the contour of the wall onto the panels. Saw 
along the markings. Note: the first row of panels must be cut longitudinally if the final row of panels is going to be 
narrower than 2" (5cm). Please take particular care to ensure that the first three rows are perfectly straight. 

 

to finish:  
On the last row you may have to cut along the length of the planks to make them fit in the remaining space (with the aid 
of the pull-iron). Remember the wall expansion spacing. Finished! 

 
Heating Season (Dry): 
Humidifier is recommended to prevent excess shrinkage due to low humidity levels. Wood stove and electric heat 
tends to create very dry conditions. 

 
Non-Heating Season (Wet): 
An air conditioner or dehumidifier or periodically turning on your heating system can maintain humidity during the 
summer months. Avoid excessive exposure to water during periods of inclement weather. 
• Avoid gouges or cuts in your floor from sharp objects. While your hardwood floor is one of the most wear 
resistant floors on the market, sharp or pointed objects can nevertheless damage it. 
• Don’t walk on your floor with stiletto-style heels, spiked golf shoes or cleats; they may cause indentations in your 
floor. 
• Re-arrange area rugs and furniture periodically so the floor ages evenly. UV sunlight will soften or darken the 
tone of different species of hardwood to varying degrees 
• Keep pet’s nails trimmed, or consider slippers available at pet stores. 
• Use a dolly when moving heavy furniture or appliances. But first, put down a sheet of quarter inch plywood to 
protect the floor. Never try to slide or roll heavy objects across the floor. 

 


